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1
ELECTRONIC SYSTEM AND METHOD FOR
SCREENING INCOMING
COMMUNICATIONS

PRIORITY CLAIM

The present application claims priority to U.S. provisional
patent application Ser. No. 61/749,065, filed on Jan. 4, 2013,
titled “Electronic System and Method for Screening Incom-
ing Phone Calls,” by Daniel et al., whose entire disclosure is
incorporated by reference herein.

FIELD OF THE INVENTION

The present invention relates generally to electronic sys-
tems and methods for screening incoming communications
and more particularly to a system and method of hosting a
cloud synced database of authorized or unauthorized callers,
phone numbers, or numbers associated with unauthorized
merchant identification numbers.

BACKGROUND OF THE INVENTION

Modern technology has provided users with seemingly
innumerable means of communicating with each other, such
as smartphones, tablet PCs, telephones, video phones, tele-
conferencing equipment, text messaging, instant messaging,
social networking, and the like.

Atthe same time, advertisers are leveraging these channels
of communication to deliver an ever increasing number of
advertisements to users. This overabundance of advertise-
ment often irritates users, and one of the most obnoxious
forms is unsolicited telemarketing phone calls and automated
marketing phone calls (“robocalls”) and text messages.
Sometimes the communications are actually fraudulent, and
users inadvertently give valuable financial or identification
information away to criminals.

SUMMARY OF THE INVENTION

The various embodiments of systems and methods dis-
closed herein result from the realization that annoying
telemarketing communications may be screened by provid-
ing systems and methods that are configured to screen incom-
ing communications, identify senders, check databases of
authorized or unauthorized senders, and either block the com-
munications or allow recipients to receive the communica-
tions or perform other functions, such as designating senders
as authorized senders, forwarding communications to other
devices, and the like.

Systems and methods may be provided for syncing the
screening functions and settings across a plurality of user
devices and servers, including mobile devices, home call
screening devices, and the like.

Home and office systems for screening communications
may be provided that are configured to connect to telephone
land lines and to local telephone devices, connect to server to
access sender databases and receive system updates, and con-
nect to remote user devices to forward communications or
screening functions to the remote user devices.

BRIEF DESCRIPTION OF THE DRAWINGS

FIGS. 1A-1¢ show a block diagrams depicting systems in
accordance with various embodiments;

FIG. 2 shows a block diagram depicting a system in accor-
dance with one embodiment;
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2

FIG. 3 shows a flow chart depicting a computer imple-
mented method in accordance with one embodiment;

FIG. 4 shows a block diagram depicting a system in accor-
dance with one embodiment; and

FIG. 5 shows a block diagram depicting an article in accor-
dance with one embodiment.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS

Referring now to FIG. 1A, a block diagram is shown
depicting a system 100 for screening incoming communica-
tions in accordance with one embodiment, wherein system
100 comprises a processor 102 configured to connect to a
telephone land line 104, a local user device 106, and a remote
server 108, and computer executable instructions 110 read-
able by processor 102 and configured to receive a communi-
cation via telephone land line 104, identify a sender of the
communication, access a database of unauthorized or autho-
rized senders, determine if the sender is unauthorized, autho-
rized, or unknown, and if the sender is authorized, then
present the communication as an authorized communication
on local user device 106, if the sender is unauthorized, then
not present the communication on local user device 106 or
present the communication as an unauthorized communica-
tion on local user device 106, and if the sender is unknown,
then not present the communication on local user device 106,
or present the communication as an unknown communication
on local user device 106.

In some embodiments, the processor may be part of a
screening device, such as a screening dongle (shownas 112 in
FIG. 1B), which may include a housing to house processor
102 and a storage device connected to processor 102, such as
computer memory. Computer executable instructions 110
may be stored on the storage device. Screening dongle 112
may include communications ports to which telephone land
line 104 and user device 106, which may comprise a tele-
phone 114, may be connected. Accordingly, screening dongle
112 may interconnect telephone 114 and telephone land line
104. Screening dongle 112 may be configured to connect to
server 108 via communications network 116, such as a wide
area network, which may include a world wide web. Screen-
ing dongle 112 may be further configured to connect with a
mobile communications device 118, such as a mobile phone
or smart phone. Screening dongle 112 may connect with
mobile communications device 118 via network 116, a cel-
Iular network, a wireless local area network (“WLAN”), a
local wireless communications protocol, such as BLUE-
TOOTH®, and the like. Accordingly, screening dongle 112
may comprise a communications module, such as a WLAN
module, a cellular modem, and the like. Screening dongle 112
may be further configured to connect to a wireless access
point, which may in turn be connected to an internet modem.

In yet another embodiment, processor 102 may be part of a
user device (shown as 120 in FIG. 1C), such as a smartphone,
tablet PC, or PC, which may be configured to removably
connect to a docking station 122. Docking station 122 may be
configured to connect to telephone land line 104 and tele-
phone 114. User device 120 may receive the communications
via docking station 122, and may forward the communica-
tions to the telephones via docking station 122. In some
embodiments, docking station 122 and/or user device 120
may be configured to connect to server 108. Computer
executable instructions 110 may reside on user device 120
and may use user device 120 to carry out the various func-
tions/steps of computer executable instructions 110.
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In some embodiments, local user device 106 may comprise
a telephone, such as a land line, a computer, or a mobile
device, such as a smartphone, and the like.

In some embodiments, the communication may comprise
any type of communication, including, but not limited to a
telephone call, a text message (“SMS”), an e-mail, a fax, a
voicemail, a multimedia message (“MMS”), a social media
message, video call, and the like.

In some embodiments, the sender may be a person or an
automated sender, such as in the case of robocalls. In other
embodiments, the sender may be a telemarketer or advertiser.

In some embodiments, identifying a sender of the commu-
nication may comprise determining an identifier associated
with the sender, such as a name, telephone number, e-mail
address, and the like. The identifier may be extracted using
caller ID technology, or may be determined by analyzing
meta-data associated with the communication. In other
embodiments, identifying a sender may comprise requesting
that a sender identify him or herself.

In some embodiments, accessing a database may comprise
accessing a local database. The local database may be hosted
by a computer readable medium connected to processor 102,
which may include being connected to dongle 112, user
device 120, or docking station 122.

In other embodiments, the database may comprise a remote
database, such as a database may be hosted by server 108.
Server 108 may comprise a cloud server.

In some embodiments, the computer executable instruc-
tions may be configured to sync a local database with a remote
database, and conversely, sync the remote database with the
local database. In some embodiments, system 100 may
include various databases hosted by a plurality of devices,
such as server 108, user device 106, docking station 122,
telephone 114, and the like. Accordingly, the various data-
bases may be synced across the plurality of devices.

The database may contain a list of unauthorized or autho-
rized senders. The list may be edited by a user. The list may be
imported from a user’s contact list residing on a user’s com-
puter, mobile device, or cloud data service provider. In yet
another embodiment, the list may be imported from a public
do-not-call registry, which may be hosted by a government
entity.

In some embodiments, a service provider may host an
authorized advertiser database, which may be imported to the
list of authorized users. Advertisers may pay be required to
pay fees in order to be a part of the authorized database, and
may be required to comply with certain rules and regulations,
which may include number of advertisements sent, hours
during which advertisements are sent, types of advertise-
ments sent, content of advertisements sent, and/or frequency
with which advertisements are sent.

In some embodiments, presenting a communication as an
authorized communication on local user device 106 may
comprise presenting a visual notification indicating that the
communication is authorized, such as by displaying a mes-
sage, image, or light indicating that the communication is
authorized. In another embodiment, presenting a communi-
cation as an authorized communication on local user device
106 may comprise presenting an audible notification that the
communication is authorized, such as by playing a ringtone,
sound or audible message associated with authorized com-
munications. In yet another embodiment, presenting a com-
munication as an authorized communication on local user
device 106 may comprise presenting a tactile notification that
the communication is authorized, such as by presenting a
vibration indicating that the communication is authorized. In
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other embodiments, the communication may be presented in
a normal fashion, or as local user device 106 would usually
present a communication.

In some embodiments, not presenting the communication
may comprise blocking the communication or not forwarding
the communication to local user device 106.

In some embodiments, presenting a communication as an
unauthorized communication on local user device 106 may
comprise visually indicating that the communication is unau-
thorized, such as by displaying a message, image, or light
indicating that the communication is unauthorized. In another
embodiment, presenting a communication as an unauthorized
communication on local user device 106 may comprise pre-
senting an audible notification that the communication is
unauthorized, such as by playing a ringtone, sound or audible
message associated with unauthorized communications. In
yet another embodiment, presenting a communication as an
unauthorized communication on local user device 106 may
comprise tactile notification that the communication is unau-
thorized, such as by presenting a vibration indicating that the
communication is unauthorized. In other embodiments, the
communication may be presented in a normal fashion, or as
local user device 106 would usually present a communica-
tion.

In some embodiments, presenting a communication as an
unknown communication on local user device 106 may com-
prise presenting a visual notification that the communication
is unknown, such as by displaying a message, image, or light
indicating that the communication is unknown. In another
embodiment, presenting a communication as an unknown
communication on local user device 106 may comprise pre-
senting an audible notification that the communication is
unknown, such as by playing a ringtone, sound or audible
message associated with unknown communications. In yet
another embodiment, presenting a communication as an
unknown communication on local user device 106 may com-
prise presenting a tactile notification that the communication
is unknown, such as by presenting a vibration indicating that
the communication is unknown. In other embodiments, the
communication may be presented in a normal fashion, or as
local user device 106 would usually present a communica-
tion.

Accordingly, local user device 106 may comprise a display
device, such as ascreen or light, an audio playing device, such
as a speaker, and a tactile feedback device, such as a vibrator.

In some embodiments, computer executable instructions
110 may be configured to present, on local user device 106, an
option to designate an unauthorized or unknown sender as an
unauthorized or authorized sender in the database. This may
comprise displaying a menu to a user, wherein the user may
be presented with an option to select or designate a sender as
an unauthorized or authorized sender.

In some embodiments, computer executable instructions
110 may be configured to present the communication to a
remote user device, which may be presented via network 116.
The remote user device may comprise any type of user device,
such as a computer or a mobile device, which may include a
smartphone, tablet PC, cellular phone, and the like.

Referring now to FIG. 2, a block diagram is shown depict-
ing a system 200 for screening incoming communications,
wherein system 200 comprises a user device 202 comprising
a processor 204, and computer executable instructions 204
readable by processor 204 and configured to receive a com-
munication, identify a sender of the communication, access a
database of unauthorized or authorized senders, determine if
the sender is unauthorized, authorized, or unknown, and ifthe
sender is authorized, then present the communication as an
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authorized communication onuser device 202, if the sender is
unauthorized, then not present the communication on user
device 202 or present the communication as an unauthorized
communication on user device 202, and if the sender is
unknown, then not present the communication on user device
202, or present the communication as an unknown commu-
nication on user device 202.

In some embodiments, user device 202 may comprise a
mobile communications device, such as, but not limited to, a
smartphone, a tablet PC, and the like.

In some embodiments, computer executable instructions
206 may reside on a computer readable medium that is read-
able by processor 204. Computer executable instructions 206
may comprise a software or computer application, such as a
downloadable mobile application.

In some embodiments, the communication may comprise
any of those embodiments described throughout the present
disclosure.

In some embodiments, identifying a sender of the commu-
nication may comprise any of those embodiments described
throughout the present disclosure.

Accessing a database of unauthorized or authorized send-
ers may comprise any of those embodiments described
throughout the present disclosure. The database may com-
prise a local database, residing on user device 202, or may
comprise a remote database residing on a server, to which
user device 202 may be configured to connect to. The data-
base may comprise any of those embodiments described
throughout the present disclosure, and the server may com-
prise any of those embodiments described throughout the
present disclosure.

In some embodiments, determining if the sender is unau-
thorized, authorized, or unknown may comprise any of those
embodiments described throughout the present disclosure.

In some embodiments, presenting a communication as an
authorized communication on user device 202 may comprise
presenting a visual notification indicating that the communi-
cation is authorized, such as by displaying a message, image,
or light indicating that the communication is authorized. In
another embodiment, presenting a communication as an
authorized communication on user device 202 may comprise
presenting an audible notification that the communication is
authorized, such as by playing a ringtone, sound or audible
message associated with authorized communications. In yet
another embodiment, presenting a communication as an
authorized communication on user device 202 may comprise
presenting a tactile notification that the communication is
authorized, such as by presenting a vibration indicating that
the communication is authorized. In other embodiments, the
communication may be presented in a normal fashion, or as
user device 202 would usually present a communication.

In some embodiments, not presenting the communication
may comprise blocking the communication or not forwarding
the communication to user device 202.

In some embodiments, presenting a communication as an
unauthorized communication on user device 202 may com-
prise visually indicating that the communication is unautho-
rized, such as by displaying a message, image, or light indi-
cating that the communication is unauthorized. In another
embodiment, presenting a communication as an unauthorized
communication on user device 202 may comprise presenting
an audible notification that the communication is unautho-
rized, such as by playing a ringtone, sound or audible message
associated with unauthorized communications. In yet another
embodiment, presenting a communication as an unauthorized
communication on user device 202 may comprise tactile noti-
fication that the communication is unauthorized, such as by

10

15

20

25

30

35

40

45

50

55

60

65

6

presenting a vibration indicating that the communication is
unauthorized. In other embodiments, the communication
may be presented in a normal fashion, or as user device 202
would usually present a communication.

In some embodiments, presenting a communication as an
unknown communication on user device 202 may comprise
presenting a visual notification that the communication is
unknown, such as by displaying a message, image, or light
indicating that the communication is unknown. In another
embodiment, presenting a communication as an unknown
communication on user device 202 may comprise presenting
an audible notification that the communication is unknown,
such as by playing a ringtone, sound or audible message
associated with unknown communications. In yet another
embodiment, presenting a communication as an unknown
communication on user device 202 may comprise presenting
a tactile notification that the communication is unknown,
such as by presenting a vibration indicating that the commu-
nication is unknown. In other embodiments, the communica-
tion may be presented in a normal fashion, or as user device
202 would usually present a communication.

Accordingly, user device 202 may comprise a display
device, such as ascreen or light, an audio playing device, such
as a speaker, and a tactile feedback device, such as a vibrator.

In some embodiments, computer executable instructions
206 may be configured to present, on user device 202, an
option to designate an unauthorized or unknown sender as an
unauthorized or authorized sender in the database. This may
comprise displaying a menu to a user, wherein the user may
be presented with an option to select or designate a sender as
an unauthorized or authorized sender.

In some embodiments, computer executable instructions
206 may be configured to access a telephone contact list
residing on or associated with user device 202 and designate
contacts in the telephone contact list as authorized senders in
the database. The telephone contact list could be a user’s
contact list associated with a user account or residing on his or
her communication device.

In further embodiments, user device 202, processor 204,
and/or computer executable instructions 206 may comprise
or perform any or all of those embodiments or functions of
processor 102, user device 106, user device 120, docking
station 122, dongle 112, mobile device 118, telephone 114,
and computer executable instructions 110 described with ref-
erences to FIGS. 1A-1C.

Referring now to FIG. 3, a flow chart is shown depicting a
computer implemented method 300 for screening incoming
communications, wherein method 300 comprises receiving a
communication (block 302), identifying a sender of the com-
munication (block 304), accessing a database of unauthorized
orauthorized senders (block 306), determining ifthe senderis
unauthorized (block 308), authorized (block 310), or
unknown (block 312), and if the sender is authorized, then
presenting the communication as an authorized communica-
tion on a user device (block 314), if the sender is unautho-
rized, then not presenting the communication on the user
device, or presenting the communication as an unauthorized
communication on the user device (block 316); and if the
sender is unknown, then not presenting the communication
on the user device, or presenting the communication as an
unknown communication on the user device (block 318).

In some embodiments, method 300 may comprise access-
ing a public do-not-call registry and designating contacts
contained in the do-not-call registry as unauthorized senders
in the database. The do-not-call registry may be hosted by a
server, and the registry may be accessed electronically via a
computer network.
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In some embodiments, method 300 may comprise verify-
ing that a sender is human. This may include requesting that
a sender answer questions, input certain numbers (such as by
phone), requesting that they leave a voicemail, requesting that
they speak certain words, attempting to interrupt a robocall
and see whether the automated robocall sender reacts, such as
by stopping or answering the interruption, or using voice
analysis software to determine the whether a sender is a
human. If a sender is 2 human, then the communication may
be presented on a user device, a notification indicating that the
sender is human may be presented on the user device, or the
sender may be designated as an authorized sender, and thus
presented as an authorized sender.

In some embodiments, method 300 may be implemented
by any or all of the embodiments of user devices, servers,
docking stations, processor, computer executable instruc-
tions, or components thereof, described throughout the
present disclosure. In yet another embodiment, method 300
may comprise any or all of those steps or functions performed
by the various systems, methods, and computer executable
instructions described throughout the present disclosure.

Exemplary Applications

Referring now to FIG. 4, an exemplary embodiment of a
system for screening communications is shown, comprising:

A server configured to host a cloud synced database of
authorized or blocked callers, phone numbers, or numbers
associated with blocked merchant identification numbers.

A downloadable mobile application operating on a smart-
phone, wherein the application is configured to: intercept an
incoming phone call; check a local database on the smart-
phone or server cloud database to determine if the incoming
number is unknown, authorized or blocked; block the call if
the number is blocked, or allow the call if the number is
authorized; present a user with different ring tones or vibra-
tions based on whether the call is blocked, authorized, or
unknown (ring tones are user selectable); allow a user to
answer or reject the call; allow a user to add an unknown
number to an authorized or blocked list; allow a user to access
user settings; and/or upload any changes to the cloud database
on the server.

A home phone dongle that connects to the home telephone
land line and a home phone, and connects to the server via the
internet (WLAN), and is operative to: intercept an incoming
land line phone call; check a local database on the dongle or
server cloud database to determine if the incoming number is
unknown, authorized or blocked; block the call if the number
is blocked, or allow the call if the number is authorized;
present a home user with different ring tones or vibrations
based on whether the call is blocked, authorized, or unknown;
allow a home user to answer or reject the call; allow a home
user to add the number to an authorized or blocked list; allow
ahome user to access user settings; forward the incoming call
information to the smartphone application so the smartphone
user may carry out the functions set forth above, or allow the
phone call to ring through on the home phone; and/or upload
any changes to the cloud database on the server.

The databases may be all synced for quick local referenc-
ing of authorized/blocked numbers.

Calls forwarded to the smartphone from the landline are
done voice over internet protocol (“VOIP”). Calls forwarded
from the smartphone to the landline are done VOIP.

The dongle connects to internet via WLAN, L AN, cellular,
or LTE.

The smartphone application can automatically access con-
tacts on the smartphone, OUTLOOK®, ICLOUD®,

10

15

20

25

30

35

40

45

50

55

60

65

8
GOOGLE®, and the like, and add the contacts to the autho-
rized list on the cloud synced database, which will automati-
cally allow the smartphone contacts to contact a user on the
user’s home land line.

Alternatively, the dongle may simply serve as a docking
station for the smartphone, wherein the docking station could
leverage the processing power and mobile application on the
smartphone to carry out the features of the dongle set forth
above.

Unknown numbers may be blocked unless they are on the
Merchant Call list (hosted by a service provider).

The server can tap into a government do not call (“DNC”)
registry and include the blocked numbers list on the DNC
registry, and add the DNC numbers onto the blocked numbers
list.

Unknown callers may be allowed to request to be added to
auser’s authorized list, by presenting them with an automated
menu, allowing them to leave voice mails, via text message,
email, via the application, and the like.

Users can then decide whether to accept the request, block
numbers, respond, counter request, or take no action.

The application/dongle may be operative to present incom-
ing callers, especially unknown numbers, with a way to prove
that they are human, such as by asking questions, request that
they input certain numbers, analyzing their voice, asking
them to speak words, attempting to interrupt the robocall, and
the like.

A user’s database may be synced with the do-not-call data-
base.

Hardware and Operating Environment

This section provides an overview of example hardware
and the operating environments in conjunction with which
embodiments of the inventive subject matter may be imple-
mented.

A software program may be launched from a computer
readable medium in a computer-based system to execute
function defined in the software program. Various program-
ming languages may be employed to create software pro-
grams designed to implement and perform the methods dis-
closed herein. The programs may be structured in an object-
orientated format using an object-oriented language such as
Java or C++. Alternatively the programs may be structured in
a procedure-oriented format using a procedural language,
such as assembly or C. The software components may com-
municate using a number of mechanisms, such as application
program interfaces, or inter-process communication tech-
niques, including remote procedure calls. The teachings of
various embodiments are not limited to any particular pro-
gramming language or environment. Thus, other embodi-
ments may be realized, as discussed regarding FIG. 5 below.

FIG. 5 is a block diagram representing an article according
to various embodiments. Such embodiments may comprise a
computer, a memory system, a magnetic or optical disk, some
other storage device, or any type of electronic device or sys-
tem. The article 500 may include one or more processor(s)
502 coupled to a machine-accessible medium such as a
memory 504 (e.g., a memory including electrical, optical, or
electromagnetic elements). The medium may contain associ-
ated information 506 (e.g., computer program instructions,
data, or both) which, when accessed, results in a machine
(e.g., the processor(s) 502) performing the activities previ-
ously described herein.

The principles of the present disclosure may be applied to
all types of computers, systems, and the like, include desktop
computers, servers, notebook computers, personal digital
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assistants, and the like. However, the present disclosure may
not be limited to the personal computer.

The foregoing description, for purpose of explanation, has
been described with reference to specific embodiments. How-
ever, the illustrative discussions above are not intended to be
exhaustive or to limit the invention to the precise forms dis-
closed. Many modifications and variations are possible in
view of the above teachings. The embodiments were chosen
and described in order to best explain the principles of the
invention and its practical applications, to thereby enable
others skilled in the art to best utilize the invention and vari-
ous embodiments with various modifications as are suited to
the particular use contemplated. Accordingly, while the prin-
ciples of the disclosure have been described herein, it is to be
understood by those skilled in the art that this description is
made only by way of example and not as a limitation as to the
scope ofthe disclosure. Other embodiments are contemplated
within the scope of the present disclosure in addition to the
exemplary embodiments shown and described herein. Modi-
fications and substitutions by one of ordinary skill in the art
are considered to be within the scope of the present disclo-
sure.

What is claimed is:
1. A system for screening incoming communications com-
prising:
a processor configured to sync screening functions and
settings across a plurality of devices and connect to a
telephone land line, a local user device, and a remote
server; and
computer executable instructions readable by the proces-
sor and configured to:
receive an incoming communication via the telephone
land line;

identify a sender of the communication;

access a database of unauthorized or authorized senders;

determine if the sender is unauthorized, authorized, or
unknown; and

if the sender is authorized, then present the communica-
tion as an authorized communication on the local user
device;

if the sender is unauthorized, then:

not present the communication on the local user device;
or

present the communication as an unauthorized commu-
nication on the local user device; and

if the sender is unknown, then:

not present the communication on the local user device;
or

present the communication as an unknown communica-
tion on the local user device.

2. The system of claim 1, further comprising a dongle,
wherein the dongle comprises the processor and at least one
connection module configured to connect to the telephone
land line, the local user device, or the remote server.

3. The system of claim 1, wherein presenting the commu-
nication as an authorized communication on the local user
device comprises presenting a notification associated with
authorized communications on the local user device.

4. The system of claim 1, wherein presenting the commu-
nication as an unauthorized communication on the local user
device comprises presenting a notification associated with
unauthorized communications on the local user device.

5. The system of claim 1, wherein presenting the commu-
nication as an unknown communication on the local user
device comprises presenting a notification associated with
unknown communications on the local user device.
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6. The system of claim 1, wherein the computer executable
instructions are configured to present, on the local user
device, an option to designate an unauthorized or unknown
sender as an unauthorized or authorized sender in the data-
base.

7. The system of claim 1, wherein the computer executable
instructions are configured to present the communicationto a
remote user device.

8. The system of claim 1, further comprising a docking
station configured to connect to the home land line and con-
figured to receive a mobile user device, wherein the mobile
user device comprises the processor.

9. The system of claim 1, wherein the database comprises
a local database, and wherein the computer executable
instructions are configured to sync the local database and a
remote database.

10. A system for screening incoming communications
comprising:

a user device comprising a processor; and

computer executable instructions readable by the proces-

sor and configured to:

sync screening functions and settings across a plurality of

devices;

receive an incoming communication;

identify a sender of the communication;

access a database of unauthorized or authorized senders;

determine if the sender is unauthorized, authorized, or

unknown; and if the sender is authorized, then present
the communication as an authorized communication on
a user device;
if the sender is unauthorized, then:
not present the communication on the user device; or
present the communication as an unauthorized commu-
nication on the user device; and
if the sender is unknown, then:
not present the communication on the user device; or
present the communication as an unknown communica-
tion on the user device.

11. The system of claim 10, wherein presenting the com-
munication as an authorized communication on the user
device comprises presenting a notification associated with
authorized communications on the user device.

12. The system of claim 10, wherein presenting the com-
munication as an unauthorized communication on the user
device comprises presenting a notification associated with
unauthorized communications on the user device.

13. The system of claim 10, wherein presenting the com-
munication as an unknown communication on the local user
device comprises presenting a notification associated with
unknown communications on the user device.

14. The system of claim 10, wherein the computer execut-
able instructions are configured to present, on the user device,
an option to designate an unauthorized or unknown sender as
an unauthorized or authorized sender in the database.

15. The system of claim 10, wherein the database com-
prises a local database, and wherein the computer executable
instructions are configured to sync the local database and a
remote database.

16. The system of claim 10, wherein the computer execut-
able instructions are configured to access a telephone contact
list associated with the user device and designate contacts in
the telephone contact list as authorized senders in the data-
base.

17. A computer implemented method for screening incom-
ing communications comprising:

sync screening functions and settings across a plurality of

devices;
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receiving an incoming communication via the telephone

land line;

identifying a sender of the communication;

accessing a database of unauthorized or authorized send-

ers;

determining if the sender is unauthorized, authorized, or

unknown; and

if the sender is authorized, then presenting the communi-

cation as an authorized communication on a user device;
if the sender is unauthorized, then:
not presenting the communication on the user device; or
presenting the communication as an unauthorized com-
munication on the user device; and
if the sender is unknown, then:
not presenting the communication on the user device; or
presenting the communication as an unknown commu-
nication on the user device.

18. The computer implemented method of claim 17, fur-
ther comprising accessing a public do-not-call registry and
designating contacts contained in the do-not-call registry as
unauthorized senders in the database.

19. The computer implemented method of claim 17, fur-
ther comprising verifying that a sender is human.

20. The computer implemented method of claim 17, fur-
ther comprising presenting senders with an option to request
to be designated as an authorized sender in the database.

#* #* #* #* #*
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